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ASD 40

Yükseklik / Height
Genişlik / Width
Derinlik / Depth
Ağırlık / Weight
Taşıma Yüksekliği / Transportation Ht
Güç Kaynağı / Power Supply

Motor / Motor
Pres Gücü / Pressing Force

Gürültü Seviyesi / Noise Level

• ASD ürün yelpazesindeki en küçük balya makinesi
• Alan ve yüksekliğin sınırlı olduğu yerler için ideal
• Çok küçük ve yoğun balya oluşturur
• Düşük hacimli atıklar için uygundur
• Garaj avluları, perakende satış yerleri, ofisler, küçük konaklama 
işletmeleri ve şehirlerdeki işletmeler için ideal
• The smallest baler in the ASD range
• Ideal for locations where space and height is restricted
• Produces a very small compact bale
• Suitable for small volumes of waste
• Suitable for garage forecourts, retail outlets, offices, small
hospitality establishments and businesses in city locations

• Balya Makinesi Kaldırma Arabası dahil
• 110 volt güç kaynağı
• Bale Lifting Trolley
• Available with 110 volts power supply

Yükseklik / Height
Genişlik / Width
Derinlik / Depth
Ağırlık / Weight
(kullanılan malzemeye göre değişir)
(depending on material used)
Çevrim Zamanı / Cycle Times

YÜKSEKLİK ŞEMASI
DIAGRAM OF HEIGHT

1.
69

4 
m

0.600 m
0.535 m
0.460 m
40 kg

20 saniye / seconds

BALYA MAKİNESİ BOYUTLARI
BALER DIMENSIONS

ÖZELLİKLER / FEATURES İSTEĞE BAĞLI ÖZELLİKLER
OPTIONAL EXTRA

BALYA BOYUTLARI
BALE DIMENSIONS

Yükseklik / Height
Genişlik / Width
Derinlik / Depth

0.490 m
0.535 m
0.460 m

BESLEME AĞZI BOYUTLARI
LOADING APERTURE SIZES

1.694 m
0.718 m
0.630 m
140 kg
1.40 m
220 - 240 V
(tek faz) / (single phase)
1.5 kW 13 Amp
Maksimum 5 Ton
up to 5 Ton
72 desibel / decibels


